
 

LASER SCANNER

HOKUYO UAM-05LP-T301 - With cable

The smallest size in the word with a versatile range for safety
applications. Protection over 5 meters and warning one up to 20
meters. Can simultaneously protect two hazardous zones.

Certifications:

Technical data:

Family HOKUYO

Code 1350100

Connections 3 m cable

Power supply (VDC) 24 V +/- 10% (Converter power supply) 24 V -30% +20% (battery)

Response time (ms) OFF 60 ... 510 ON 270 ... 510

Restart Integrated and selectable

Degree of protection IP 65

Operating temperature (°C) From -10 to 50

Warning zone max. range (m) Max 20 when reflectance of the object is 90% or above

Safety zone max. range (m) Max. 5

Light source Pused laser diode

Memory configuration module SD card

Warning zones Up to 2 programmable

Safety zones Up to 2 simultenaously programmable

Safety zone min. target reflectivity 10% at 20 m

Gross weight (Kg) 1

Safety zone resolution (mm) 30 mm max. 1,8 m - 50 mm max. 3 m - 70 mm max. 5 m

Warning zone min. target reflectivity 1,8%

Configuration Software with USB 2.0 (USB micro type B connector)

Related products:

HOKUYO UAM-BK03 
HOKUYO UAM-BK04 
HOKUYO UAM-BK05
HOKUYO UAM-W002 
HOKUYO UAM-5C10
HOKUYO UAM-5C20 
HOKUYO UAM-MUSB 
HOKUYO UAM-ENET 
HOKUYO MPD MOSAIC/AD SR1 Adapter
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See technical drawing in the next page.
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Technical drawing:
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